
GAS

WATER

SOLAR

S U D O  P r e S S 
-  C O P P e r  O F F e r  -

NEW SAFETY SYSTEM

With Visu-Control® & Patented O-Ring
It is guaranted 100% Crimped! 

Never forget a fitting

Get the double control on your installation!
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An international company
Comap is an international company from Aalberts Indutries with a 
large and strong distribution network.

With more than 1000 employees around the world, we stay close to 
you by following evolutions in the building industry.

The largest offer on the market
expert both in plastic technology (PeX and multilayer) and in metallic 
materials (copper, brass, red brass, carbon steel, stainless steel), 
Comap has the largest offer on the market. 

Comap has the answer to all your needs. To go from one technology 
to another, we have created a range of adaptor fittings (copper to 
multilayer PeX to copper…)

Traceability concern
Our raw material follows the european standards of high quality : 
Cudhp copper, CW617N brass, 316L stainless steel, 34-2 carbon steel.
Brand, diameter, and production batch are identified on the fittings 
and guarantee the product even when it is installed.

The packaging  facilitates identification of the product : name, certifi-
cates, application, mounting instructions, size, barcode… 

High quality products
100% of our Press  fittings are produced in Aalberts Indutries facto-
ries, based in Western europe. 
Comap Press  fittings have a high quality finish due to a specific sur-
face treatment and cleaning.

In each factory,  an r&D department is fully dedicated to one Press  
fitting technology.
Our Press  fittings have the main european certificates (CSTB, DVGW, 
KIWA, ATG...)

Modern factories
Our modern production sites are equipped with : 

   Dedicated and automatic tools for each product range.

   DVGW certified laboratories.

   100% control of the critical components during the production 
process.

Why choosing comap Press fittings ? 
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Sudo Press  System : Benefits

A wide range of products for all your applications, according to your needs.

A quality product with many european certifications.

Sudo Press System a reliable and safe solution thanks to its
double control feature:

Visual indicator «Sudo Press  VisuControl» - an immediate indicator of crimping 
that you can see and touch. The ring around the fitting is deformed when crimped, it 
indicate that the fittings is proprely pressed . It can be easily removed from the fitting. 

Patented O-ring indicates if the fitting is not pressed - if the fitting is not crimped, 
during press ure testing water flows past the patented O-ring. pressure drop indicates 
that the fitting is not proprely pressed.

NOT pressed pressed

Cut Deburr Mark Press 

Benefits of Sudo Press system :
   Fast and easy : 4 moves and it’s done!

Cleanliness of the fitting : no trace of welding

   Versatile : Sudo Press  for all your applications, answering all your needs

   Economical : less equipment and consumable costs. Gives a higher productivity compared to traditional solder solution

   Safe : no fire, no specific protection needed and no inhalation of welding fumes
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Copper
1

Stainless steel   
*

Carbon Steel   
*

 Pex

 Multilayers light

 Multilayers
1

         * Available by using a Viton O-ring
         1 Depending on local regulation
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Press (V-profile) Visu-Control®

A O-ring for each application
Fit strain is reduced thanks to lubrication with a KTW and WrC approved oil on the O-ring.

Patented O-ringO-ring Protected 

Sudo Press  System : Benefits

CerTIFICATIONS

Material
Min / max temp 

(°C)
Temp max short 

period (°C)
Max Press ure of 

service (bar)
Color Applications

WATer
ePDM

-35/ +135° +150 16 Black

Installations of drinking water
Installations of sanitary warm and cold water

Heating installations
Cooling installations

Glycol water
recovery of rainwater

Installations of dry compressed air

SOLAr
FKM / Viton

-30 / +180° +230 10 Green
Solar installations

Low Pressure steam (120 °C / 1 bar)
Vacuum (-0.8 bar)

GAS &
Hydrocarbons

HNBr
-20 / +70° 5 Yellow

LPG (Butane - Propane) 
Natural Gas

Low Pressure steam (120 °C / 1 bar)
Fuel and other hydrocarbons

Lubricated compressed air

BENEFITS
n Fast : press  fittings are 40% quicker than traditionnal solder solutions : a crimped 

fitting in only 8 seconds!

n easy : simple to use, no need any big and heavy equipment

n Versatile : crimping is suitable on all jobsites or type of installation

n economical : for a same raw material, save 30% with Press  fittings

n Safe : no flammable products or gas to carry around. risk of accidents is reduced

WATER GAS

SOLAR

Comap Visu-control 
   « Visu –Control » :  the first connection with immediate crimping proof that you can 

see and touch 
   Patented O-ring : (V-profile) indicates if the fitting is not pressed
   double crimping system : the pipe is guided and properly positionned ; the O-ring is 

protected
   Sudo Press System : with 3 types of Sudopress Copper fittings, Water, Gas, and Solar 

you can work on all your applications

No certification for Gaz applications, for stainless & Acier carbon fittings

1

1 
Not available on SUDOPress Gas
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X

Y

X

Y2

Y1

ECO 301ACO 202AFP 101

Copper, 

PEX, Multiskin

Stainless

Steel and 

Carbon !

COMPACT 

Ø 12 to 32

UNIVERSAL 

Ø 12 to 63

XXL

Ø 35 to 108

d
(mm) 

d
(mm) 

de 
(mm) 

A min.
(mm) 

L Min.
(mm)

E
(mm)

12 10 19 10 46 18
14 11 21,6 10 54 22
15 12 22,6 10 54 22
16 13 23,6 10 54 22
18 15 25,6 15 59 22
22 20 31 20 66 23
28 25 37 20 68 24
35 32 44 25 77 26
42 40 53,4 30 102 36
54 50 65,4 35 115 40

diameter
(mm) 

X
(mm) 

y
(mm) 

12 31 60
14 31 61
15 31 62
16 31 63
18 31 65
22 31 69
28 31 72
35 31 76
42 75 115
54 85 120

diameter
(mm) 

X
(mm) 

y1
(mm) 

y2
(mm) 

12 35 44 69
14 35 44 70
15 35 44 71
16 35 44 72
18 35 44 73
22 35 44 77
28 35 44 81
35 35 44 86
42 75 75 115
54 85 85 120

NovoPress  AFP 101 and ACO 202 Press ing tools mounting recommendation

Mounting recommendation depending on diameters

Wall mounting Bottom wall mounting

Sudo Press  System : Installation recommendations

Comap offers a range of crimping tools that reinforces the profesionalism of 
this technique and simplifies the work for the user. NovoPress  AFP 101, ACO 
202 and eCO301 tools allow crimping of all Comap diameters for copper, PeX, 
multilayer, carbon steel and stainless steel.

NovoPress  Crimping tools 
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BENEFITS 
  Green Visual indicator «Sudo Press  VisuControl»
  The patented O-ring indicates if the fitting is not pressed

  Press  system : fast, economical, versatile and safe

All the technical drawings are in mm

Press  (V Profile) Visu-Control® O-ring Protected Patented O-ring

Technical features 
 V Profile copper and bronze range from 12 mm to 54 mm

  ePDM high quality O-ring
 

Applications
 Plumbing water : up to 95°C at 16 bar

  Heating water :  up to 110°C at 6 bar
 

For other fluids, please contact us

Sudo Press Copper : Water Applications

CerTIFICATIONS

Pipe thickness according certification Compatible pipes are eN 1057 and 
GW392 norms compliants 

Type
Diameter (mm)

12 14 15 16 18 22 28 35 42 54

Annealed: r220 1 1 1 1 1 1 NA NA NA NA

½ hard: r250 1 1 1 1 1 1 1 NA NA NA

Hard: r290 1 1 1 1 1 1 1 1 1 1,5
*Only for DVGW

Comap does not supply copper tubes. For a safe connection it is necessary to have the right tube thickness. SudoPress fittings must be used with 

tubes compliant with eN 1057 - august 2006. The table below gives the minimu tubes thicknesses you cannot use SudoPress fittings with.

These values are in accordance with the tests we did in order to certify our fittings to european standards CSTBAT, DVGW, ATG cert and Kiwa. However, 

according the application (sanitary heating, gas, solar...) and the country, it is necessary to refer to local reglementation.
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NEW COdE Old Code Size Qty L Z

5002VW12 521AXX 12 10 33 15
5002VW14 521BXX 14 5 39,5 17,5
5002VW15 521CXX 15 10 38 16
5002VW16 521DXX 16 5 40,5 18,5
5002VW18 521eXX 18 10 44 22
5002VW22 521GXX 22 5 50 27
5002VW28 521HXX 28 5 58 34
5002VW35 521JXX 35 5 68 43
5002VW42 521KXX 42 1 87 51
5002VW54 521LXX 54 1 105 64

NEW COdE Old Code Size Qty L Z L1

5040VW12 510AXX 12 10 25,5 7,5 27,5
5040VW14 510BXX 14 5 29,5 7,5 31,5
5040VW15 510CXX 15 10 30 8 32
5040VW16 510DXX 16 5 30,5 8,5 32,5
5040VW18 510eXX 18 10 31 9 33
5040VW22 510GXX 22 10 34 11 36
5040VW28 510HXX 28 5 38 14 40
5040VW35 510JXX 35 5 37,5 12,5 39
5040VW42 510KXX 42 5 54,5 18,5 57
5040VW54 510LXX 54 1 64 23 68

SP5002V
90° Elbow female-female

SP5040V
45° Street Elbow male-female

NEW COdE Old Code Size Qty L Z L1 Z1

5130VW12 530AXX 12 10 35,5 17,5 35,5 17,5
5130VW14 530BXX 14 5 40 18 40 18
5130VW15 530CXX 15 10 38 16 38 16
5130VW16 530DXX 16 5 41 19 41 19
5130VW18 530eXX 18 10 40 18 40 18
5130VW22 530GXX 22 5 43 20 43 20
5130VW28 530HXX 28 5 46,5 22,5 46,5 22,5
5130VW35 530JXX 35 5 51,5 26,5 51,5 26,5
5130VW42 530KXX 42 1 66 30 65,5 29,5
5130VW54 530LXX 54 1 76 35 76 35

NEW COdE Old Code Size Qty L Z

5041VW12 511AXX 12 10 25,5 7,5
5041VW14 511BXX 14 5 29,5 7,5
5041VW15 511CXX 15 10 30 8
5041VW16 511DXX 16 5 30,5 8,5
5041VW18 511eXX 18 10 31 9
5041VW22 511GXX 22 10 34 11
5041VW28 511HXX 28 5 38 14
5041VW35 511JXX 35 5 37,5 12,5
5041VW42 511KXX 42 5 54,5 18,5
5041VW54 511LXX 54 1 64 23

SP5130V
Equal tee female

SP5041V
45° Elbow female-female

SP5243V
reducing Coupling male-female

NEW COdE Old Code Size Qty L Z

5243VW1412 541BAX 14-12 5 42,75 24,75
5243VW1512 541CAX 15-12 10 49 27
5243VW1514 541CBX 15-14 5 49 27
5243VW1516 541CDX 15-16 5 49,25 31,25
5243VW1612 541DAX 16-12 5 46,5 24,5
5243VW1614 541DBX 16-14 5 49 31
5243VW1812 541eAX 18-12 10 51,75 29,75
5243VW1814 541eBX 18-14 5 53,5 31,5
5243VW1815 541eCX 18-15 10 49,2 27,2
5243VW1816 541eDX 18-16 5 56 34
5243VW2214 541GBX 22-14 5 56 34
5243VW2215 541BCX 22-15 10 48,25 30,25
5243VW2216 541GDX 22-16 5 56 34
5243VW2218 541GeX 22-18 10 55 33
5243VW2815 541HCX 28-15 10 61 39
5243VW2816 541HDX 28-16 5 60 38
5243VW2818 541HeX 28-18 10 59 37
5243VW2822 541HGX 28-22 10 57 34
5243VW3522 541JGX 35-22 5 64 41
5243VW3528 541JHX 35-28 5 60 36
5243VW4222 541KGX 42-22 1 79 56
5243VW4228 541KHX 42-28 1 80 56
5243VW4235 541KJX 42-35 1 71 46
5243VW5435 541LJX 54-35 1 86,25 61,25
5243VW5442 541LKX 54-42 1 91 55

NEW COdE Old Code Size Qty L Z L1

5001VW12 520AXX 12 10 33 15 35
5001VW14 520BXX 14 5 39,5 17,5 41,5
5001VW15 520CXX 15 10 38 16 40
5001VW16 520DXX 16 5 40,5 18,5 42,5
5001VW18 520eXX 18 10 44 22 46
5001VW22 520GXX 22 10 50 27 52
5001VW28 520HXX 28 5 58 34 60
5001VW35 520JXX 35 5 68 43 70
5001VW42 520KXX 42 1 87 51 89
5001VW54 520LXX 54 1 105 64 107

SP5001V
90° Elbow male-female

Sudo Press Copper : Water Applications
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S2

S3

S1

SP5130rV
reduced Tee female

NEW COdE Old Code Size Qty L Z L1 Z1 L2 Z2

5130rVW121512 531ACA 12-15-12 10 37 19 38 16 37 19
5130rVW141212 531BAA 14-12-12 5 38,5 16,5 37,5 19,5 37,5 19,5
5130rVW141214 531BAB 14-12-14 5 38,5 16,5 37,5 19,5 38,5 16,5
5130rVW141614 531BDB 14-16-14 5 41 19 41 19 41 19
5130rVW151212 531CAA 15-12-12 10 38 16 37 19 37 19
5130rVW151215 531CAC 15-12-15 10 38 16 37 19 38 16
5130rVW151512 531CCA 15-15-12 10 38 16 38 16 37 19
5130rVW151815 531CeC 15-18-15 10 40 18 40 18 40 18
5130rVW152215 531CGC 15-22-15 5 43 21 43 20 43 21
5130rVW161216 531DAD 16-12-16 5 38,5 16,5 39 21 38,5 16,5
5130rVW161414 531DBB 16-14-14 5 41 19 41 19 41 19
5130rVW161416 531DBD 16-14-16 5 41 19 41 19 41 19
5130rVW161614 531DDB 16-16-14 5 41 19 41 19 41 19
5130rVW181218 531eAe 18-12-18 10 38,5 16,5 39 21 38,5 16,5
5130rVW181418 531eBe 18-14-18 5 40 18 40 18 40 18
5130rVW181515 531eCC 18-15-15 10 40 18 40 18 40 18
5130rVW181518 531eCe 18-15-18 10 40 18 40 18 40 18
5130rVW181618 531eDe 18-16-18 5 40 18 40 18 40 18
5130rVW181815 531eeC 18-18-15 10 40 18 40 18 40 18
5130rVW182218 531eGe 18-22-18 5 43 21 43 20 43 21
5130rVW221222 531GAG 22-12-22 5 38,5 15,5 42 24 38,5 15,5
5130rVW221422 531GBG 22-14-22 5 40,5 17,5 45 23 40,5 17,5
5130rVW221515 531GCC 22-15-15 5 40,5 17,5 45 23 44 22
5130rVW221518 531GCe 22-15-18 5 40,5 17,5 45 23 42 20
5130rVW221522 531GCG 22-15-22 5 40,5 17,5 45 23 40,5 17,5
5130rVW221622 531GDG 22-16-22 5 34,5 11,5 37 15 34,5 11,5
5130rVW221815 531GeC 22-18-15 5 42 19 45 23 45,5 23,5
5130rVW221818 531Gee 22-18-18 5 42 19 45 23 43,5 21,5
5130rVW221822 531GeG 22-18-22 5 42 19 45 22 42 19
5130rVW222215 531GGC 22-22-15 5 43 20 43 20 43 21
5130rVW222218 531GGe 22-22-18 5 43 20 43 20 43 21
5130rVW222822 531GHG 22-28-22 5 49,5 26,5 46,5 22,5 49,5 26,5
5130rVW281522 531HCG 28-15-22 5 45 21 49 27 47 24
5130rVW281528 531HCH 28-15-28 5 45 21 49 27 45 21
5130rVW281822 531HeG 28-18-22 5 45 21 47 25 47 24
5130rVW281828 531HeH 28-18-28 5 45 21 47 25 45 21
5130rVW282222 531HGG 28-22-22 5 45 21 49 26 47 24
5130rVW282228 531HGH 28-22-28 5 45 21 49 26 45 21
5130rVW282815 531HHC 28-28-15 5 46,5 22,5 46,5 22,5 54 32

5130rVW282818 531HHe 28-28-18 5 46,5 22,5 46,5 22,5 52 30
5130rVW282822 531HHG 28-28-22 5 46,5 22,5 46,5 22,5 49,5 26,5
5130rVW351535 531JCJ 35-15-35 1 48,5 23,5 58 36 48,5 23,5
5130rVW351835 531JeJ 35-18-35 1 48,5 23,5 56 34 48,5 23,5
5130rVW352228 531JGH 35-22-28 1 48,5 23,5 53 30 53,5 29,5
5130rVW352235 531JGJ 35-22-35 1 48,5 23,5 53 30 48,5 23,5
5130rVW352828 531JHH 35-28-28 1 48,5 23,5 51 27 53 29
5130rVW352835 531JHJ 35-28-35 1 48,5 23,5 51 27 48,5 23,5
5130rVW422242 531KGK 42-22-42 1 58,5 22,5 63,75 40,75 58,5 22,5
5130rVW422842 531KHK 42-28-42 1 58,5 22,5 59,5 35,5 58,5 22,5
5130rVW423535 531KJJ 42-35-35 1 58 22 56 31 56 31
5130rVW423542 531KJK 42-35-42 1 58,5 22,5 56 31 58,5 22,5
5130rVW542254 531LGL 54-22-54 1 63,5 22,5 67 44 63,5 22,5
5130rVW542854 531LHL 54-28-54 1 63,5 22,5 64,5 40,5 63,5 22,5
5130rVW543554 531LJL 54-35-54 1 63,5 22,5 61 36 63,5 22,5
5130rVW544242 531LKK 54-42-42 1 69 28 71 35 77,5 41,5
5130rVW544254 531LKL 54-42-54 1 69,25 28,25 71 35 69,25 28,25

Sudo Press Copper : Water Applications
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SP5240V
reducing Coupling female-female

NEW COdE Old Code Size Qty L Z

5240VW1412 540BAX 14-12 5 46 6
5240VW1512 540CAX 15-12 10 44 4
5240VW1615 D212001001* 16-15 5 0 0
5240VW1614 540DBX 16-14 5 48,65 4,65
5240VW1814 540eBX 18-14 5 50,45 6,45
5240VW1815 540eCX 18-15 10 50 6
5240VW1816 540eDX 18-16 5 49,3 5,3
5240VW2214 540GBX 22-14 5 53,25 8,25
5240VW2215 540GCX 22-15 10 52,5 7,5
5240VW2216 540GDX 22-16 5 51,5 6,5
5240VW2218 540GeX 22-18 10 52,5 7,5
5240VW2822 540HGX 28-22 10 57,5 10,5
5240VW3528 540JHX 35-28 5 61,75 12,75
5240VW4235 540KJX 42-35 1 73,25 12,25
5240VW5442 540LKX 54-42 1 94 17

SP5270V
Coupling female-female

NEW COdE Old Code Size Qty L Z

5270VW12 542AXX 12 10 40 4
5270VW14 542BXX 14 5 48 4
5270VW15 542CXX 15 10 49 5
5270VW16 542DXX 16 5 49 5
5270VW18 542eXX 18 10 50 6
5270VW22 542GXX 22 10 52 6
5270VW28 542HXX 28 10 54 6
5270VW35 542JXX 35 5 56 6
5270VW42 542KXX 42 1 84 12
5270VW54 542LXX 54 1 92 10

SP5275V
Slip Coupling for repair

NEW COdE Old Code Size Qty L

5275VW12 543AXX 12 5 71
5275VW14 543BXX 14 5 80
5275VW15 543CXX 15 5 76
5275VW16 543DXX 16 5 82
5275VW18 543eXX 18 5 80
5275VW22 543GXX 22 5 82
5275VW28 543HXX 28 5 93
5275VW35 543JXX 35 5 103
5275VW42 543KXX 42 1 120
5275VW54 543LXX 54 1 135

SP5301V
Stop End female

NEW COdE Old Code Size Qty L

5301VW12 583AXX 12 10 23
5301VW14 583BXX 14 5 27
5301VW15 583CXX 15 10 27
5301VW16 583DXX 16 5 27
5301VW18 583eXX 18 10 27
5301VW22 583GXX 22 10 28
5301VW28 583HXX 28 10 29
5301VW35 583JXX 35 5 32
5301VW42 583KXX 42 1 42
5301VW54 583LXX 54 1 46

SP5086V
Part Crossover male-female

NEW COdE Old Code Size Qty L Z L1 Z1 L2

5086VW12 581AXX 12 10 127,5 109,5 70 52 20
5086VW15 581CXX 15 10 140 118 70 48 21
5086VW18 581eXX 18 10 148 126 74 52 22
5086VW22 581GXX 22 5 168 145 84 61 24

SP5085V
Full Crossover female-female

NEW COdE Old Code Size Qty L Z L2

5085VW15 580CXX 15 10 68,5 46,5 20
5085VW18 580eXX 18 10 73 51 20
5085VW22 580GXX 22 5 81 58 20
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Sudo Press Copper : Water Applications

*This item is made of bronze
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SP5359GV
union Connector 

with swivel nut

NEW COdE Old Code Size Qty Z S

5359GVW1238 560ABX 12-3/8 5 27,35 19
5359GVW1212 560ACX 12-1/2 5 20,6 24
5359GVW1438 560BBX 14-3/8 5 29,35 19
5359GVW1412 560BCX 14-1/2 5 28,85 24
5359GVW1512 560CCX 15-1/2 5 29,6 24
5359GVW1534 560CDX 15-3/4 5 18,55 30
5359GVW1612 560DCX 16-1/2 5 30,6 24
5359GVW1634 560DDX 16-3/4 5 18,55 30
5359GVW1834 560eDX 18-3/4 5 32,65 30
5359GVW2234 560GDX 22-3/4 5 35,7 30
5359GVW221 560GeX 22-1’’ 5 19,7 37

5359GVW28114 560HFX 28-1’’1/4 5 21,7 45
5359GVW35114 560JFX 35-1’’1/4 5 38,5 45
5359GVW42134 560KHX 42-1’’3/4 1 37,05 57
5359GVW42112 560KGX 42-1’’1/2 1 41 52
5359GVW54238 560LKX 54-2’’3/8 1 30,05 75

5359GVW542 560LJX 54-2’’ 1 49,7 64

SP5290V
Stop End male

NEW COdE Old Code Size Qty L

5290VW12 582AXX 12 10 25
5290VW15 582CXX 15 10 29
5290VW18 582eXX 18 10 30
5290VW22 582GXX 22 5 31
5290VW28 582HXX 28 5 35,5
5290VW35 582JXX 35 5 38
5290VW42 582KXX 42 1 47,7
5290VW54 582LXX 54 1 51,7

SP57270V
Adaptor Copper (V-Profile) - SKIN (TH profile)

SP5720V
Adaptor Copper (V-Profile) - PEX (CO profile)

NEW COdE Old Code Size Qty

57270VW1516 584CBX Cu15 - SKIN 16x2 2
57270VW1520 584CeX Cu15 - SKIN 20x2 2
57270VW1526 584CJX Cu15 - SKIN 26x3 2

57270VW16 584DBX Cu16 - SKIN 16x2 2
57270VW1816 584eBX Cu18 - SKIN 16x2 2
57270VW1820 584eeX Cu18 - SKIN 20x2 2
57270VW2220 584GeX Cu22 - SKIN 20x2 2
57270VW2226 584GJX Cu22 - SKIN 26x3 2

57270VW14 584BAX Cu14 - SKIN 14x2 2

NEW COdE Old Code Size Qty

5720VW1416 590BBX Cu14 - PeX 16x1,5 2
5720VW16 590DBX Cu16 - PeX 16x1,5 2

5720VW1820 590eDX Cu18 - PeX 20x1,9 2

Sudo Press Copper : Water Applications
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rotating function

rotating function

rotating function

rotating function

SP5132GV
reduced Tee female - bronze male to screw

NEW COdE Old Code Size Qty L Z L1

5132GVW151215 D211023001 15-1/2-15 5 38 16 44,7
5132GVW183418 D211024001 18-3/4-18 5 39 18 51,2
5132GVW223422 D211025001 22-3/4-22 5 40,5 17,5 53,2
5132GVW283428 D211026001 28-3/4-28 5 45 21 55,5

NEW COdE Old Code Size Qty L Z L1 Z1

5002GVW1238 D211027001 12-3/8 5 33 15 42,2 32
5002GVW1212 D211028001 12-1/2 5 33 15 45,2 32
5002GVW1438 D211029001 14-3/8 5 39,5 17,5 47,7 37,6
5002GVW1412 D211030001 14-1/2 5 39,5 17,5 50,7 37,6
5002GVW1538 D211031001 15-3/8 5 38 16 45,2 35
5002GVW1512 D211032001 15-1/2 5 38 16 48,2 35
5002GVW1534 D211033001 15-3/4 5 38 16 49,2 34,5
5002GVW1612 D211034001 16-1/2 5 40,5 18,5 50,7 37,7
5002GVW1634 D211035001 16-3/4 5 40,5 18,5 51,7 37,2
5002GVW1812 D211036001 18-1/2 5 41,2 19,2 50,7 37,8
5002GVW1834 D211037001 18-3/4 5 41,2 19,2 51,7 37
5002GVW2212 D211038001 22-1/2 5 50 27 59,3 46,4
5002GVW2234 D211039001 22-3/4 5 50 27 60,6 46
5002GVW221 D211040001 22-1’’ 5 50 27 65,2 48,3
5002GVW281 D211041001 28-1’’ 5 58 34 70,6 53,5

SP5002GV
90° Elbow female - bronze Female to screw

SP5001GV
90° Elbow female - bronze male to screw

NEW COdE Old Code Size Qty L Z L1

5001GVW1212 D211001001 12-1/2 5 33 15 44,2
5001GVW1438 D211002001 14-3/8 5 39,5 17,5 46,1
5001GVW1412 D211003001 14-1/2 5 39,5 17,5 49,7
5001GVW1538 D211004001 15-3/8 5 39,8 17,8 46,1
5001GVW1512 D211005001 15-1/2 5 38 16 47,2
5001GVW1612 D211006001 16-1/2 5 40,5 18,5 47,2
5001GVW1834 D211008001 18-3/4 5 40 18 51,1
5001GVW1812 D211007001 18-1/2 5 41,2 19,2 49,7
5001GVW2234 D211009001 22-3/4 5 43 20 54,66
5001GVW281 D211010001 28-1’’ 5 58 34 69,7

SP5130GV
reduced Tee female - bronze female to screw

NEW COdE Old Code Size Qty L Z L1 Z1

5130GVW121212 D211011001 12-1/2-12 5 35,5 17,5 45,7 30,7
5130GVW141214 D211012001 14-1/2-14 5 38,5 16,5 45,7 30,7
5130GVW151215 D211013001 15-1/2-15 5 38,5 16,5 45,7 30,7
5130GVW161216 D211014001 16-1/2-16 5 38,5 16,5 50,2 35,2
5130GVW181218 D211015001 18-1/2-18 5 38,5 16,5 50,2 35,2
5130GVW221222 D211016001 22-1/2-22 5 38,5 15,5 50,2 35,2
5130GVW223422 D211017001 22-3/4-22 5 42,6 20 54,5 38,5
5130GVW281228 D211018001 28-1/2-28 5 46,5 22,5 45,5 32
5130GVW283428 D211019001 28-3/4-28 5 45 21 54 38
5130GVW351235 D211020001 35-1/2-35 1 48,5 23,5 48 35
5130GVW421242 D211021001 42-1/2-42 1 0 0 0 0
5130GVW541254 D211022001 54-1/2-54 1 0 0 0 0

Sudo Press Copper : Water Applications
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S1 S2

S3

S1 S2

S3

SP4001GV
90° Elbow male to screw - female

NEW COdE Old Code Size Qty L Z L1

4001GVW1212 420ACX 12-1/2 5 38 20 42
4001GVW1438 420BBX 14-3/8 5 43,5 19,5 34
4001GVW1412 420BCX 14-1/2 5 43,5 19,5 44,1
4001GVW1538 420CBX 15-3/8 5 46 24 42
4001GVW1512 420CCX 15-1/2 5 45 23 48
4001GVW1612 420DCX 16-1/2 5 43,5 19,5 44,25
4001GVW1812 420eCX 18-1/2 5 47 25 43,2
4001GVW1834 420eDX 18-3/4 5 47 25 47
4001GVW2234 420GDX 22-3/4 5 53 27 55
4001GVW281 420HeX 28-1’’ 5 58 34 65

SP4090GV
90 °Elbow female to screw - female

NEW COdE Old Code Size Qty L Z L1 Z1

4090GVW1212 421ACX 12-1/2 5 41 23 22,5 9
4090GVW1438 421BBX 14-3/8 5 43,5 19,5 22 12
4090GVW1412 421BCX 14-1/2 5 43,5 19,5 22 9
4090GVW1538 421CBX 15-3/8 5 42 20 19 7,5
4090GVW1512 421CCX 15-1/2 5 45,5 23,5 22,5 9
4090GVW1534 421CDX 15-3/4 5 47 25 26 11,5
4090GVW1634 421DDX 16-3/4 5 46,5 22,5 26 10
4090GVW1612 421DCX 16-1/2 5 43,5 19,5 22 9
4090GVW1834 421eDX 18-3/4 5 47 25 26 11,5
4090GVW1812 421eCX 18-1/2 5 44 22 23,5 10
4090GVW2212 421GCX 22-1/2 5 44 21 26 12,5
4090GVW2234 421GDX 22-3/4 5 51,5 28,5 26,5 12
4090GVW221 421GeX 22-1’’ 5 51 28 30 13
4090GVW281 421HeX 28-1’’ 5 51 27 34 17

SP4096GV
90° union Elbow female to screw -female

SP4132GV
Tee male to screw - female

NEW COdE Old Code Size Qty L Z L1 Z1

4096GVW1212 422ACX 12-1/2 5 56,5 38,5 34 20,5
4096GVW1512 422CCX 15-1/2 5 62,5 40,5 34 20,5
4096GVW1834 422eDX 18-3/4 5 62,5 40,5 39 24,5
4096GVW1812 422eCX 18-1/2 5 62,5 40,5 34 20,5
4096GVW2234 422GDX 22-3/4 5 73 50 43 28,5
4096GVW221 422GeX 22-1’’ 5 73 50 47 30
4096GVW281 422HeX 28-1’’ 5 82 58 51 34

NEW COdE Old Code Size Qty L Z L1

4132GVW151215 431CCC 15-1/2-15 5 44 22 35,5
4132GVW183418 431eDe 18-3/4-18 5 45 21 40
4132GVW223422 431GDG 22-3/4-22 5 47 23 41
4132GVW283428 431HDH 28-3/4-28 5 47 23 44

SP4130GV
Tee female to screw - female

NEW COdE Old Code Size Qty L Z L1 Z1

4130GVW121212 430ACA 12-1/2-12 5 41 23 21 7,5
4130GVW141214 430BCB 14-1/2-14 5 43,5 19,5 22 9
4130GVW151215 430CCC 15-1/2-15 5 44 22 22 8,5
4130GVW161216 430DCD 16-1/2-16 5 43,5 19,5 22 9
4130GVW181218 430eCe 18-1/2-18 5 44 22 24 10,5
4130GVW221222 430GCG 22-1/2-22 5 44 21 26 12,5
4130GVW223422 430GDG 22-3/4-22 5 47 24 28,5 13,5
4130GVW281228 430HCH 28-1/2-28 5 44 20 29 15,5
4130GVW283428 430HDH 28-3/4-28 5 47 23 31,5 17
4130GVW351235 430JCJ 35-1/2-35 5 44 19 32,5 19
4130GVW421242 430KCK 42-1/2-42 1 54 18 36 22,5
4130GVW541254 430LCL 54-1/2-54 1 57 16 42 28,5

Sudo Press Copper : Water Applications
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SP4280GV
Coupling male to screw - male

NEW COdE Old Code Size Qty S L

4280GVW1212 443ACX 12-1/2 5 22 43
4280GVW1512 443CCX 15-1/2 5 22 49
4280GVW1812 443eCX 18-1/2 5 22 48
4280GVW1834 443eDX 18-3/4 5 27 54
4280GVW2212 443GCX 22-1/2 5 24 49
4280GVW2234 443GDX 22-3/4 5 27 53,5
4280GVW281 443HeX 28-1’’ 5 34 57,5

4280GVW35114 443JFX 35-1’’1/4 5 43 59,5
4280GVW42112 443KGX 42-1’’1/2 1 49 75

4280GVW542 443LJX 54-2’’ 1 61 96,5

SP4243GV
Coupling male to screw - female

NEW COdE Old Code Size Qty L Z

4243GVW1238 440ABX 12-3/8 5 36 18
4243GVW1212 440ACX 12-1/2 5 40,5 22,5
4243GVW1438 440BBX 14-3/8 5 40 16
4243GVW1412 440BCX 14-1/2 5 45 21
4243GVW1434 440BDX 14-3/4 5 49 25
4243GVW1538 440CBX 15-3/8 5 40 18
4243GVW1512 440CCX 15-1/2 5 45 23
4243GVW1534 440CDX 15-3/4 5 47 25
4243GVW1612 440DCX 16-1/2 5 45 21
4243GVW1634 440DDX 16-3/4 5 49 25
4243GVW1834 440eDX 18-3/4 5 47 25
4243GVW1812 440eCX 18-1/2 5 44 22
4243GVW2234 440GDX 22-3/4 5 48 25
4243GVW2212 440GCX 22-1/2 5 45,5 22,5
4243GVW221 440GeX 22-1’’ 5 50,5 27,5

4243GVW2834 440HDX 28-3/4 5 48,5 24,5
4243GVW281 440HeX 28-1’’ 5 51 27

4243GVW28114 440HFX 28-1’’1/4 5 53,5 29,5
4243GVW351 440JeX 35-1’’ 5 53 28

4243GVW35112 440JGX 35-1’’1/2 1 53,8 28,8
4243GVW35114 440JFX 35-1’’1/4 1 56 31
4243GVW42112 440KGX 42-1’’1/2 1 62,7 26,7
4243GVW42114 440KFX 42-1’’1/4 1 62,1 26,1
4243GVW54112 440LGX 54-1’’1/2 1 68 27

4243GVW542 440LJX 54-2’’ 1 72,3 31,3

SP4270GV
Coupling female to screw - female

NEW COdE Old Code Size Qty L Z

4270GVW1238 441ABX 12-3/8 5 32,2 4,1
4270GVW1212 441ACX 12-1/2 5 35,7 4,5
4270GVW1438 441BBX 14-3/8 5 36 2
4270GVW1412 441BCX 14-1/2 5 41 4
4270GVW1434 441BDX 14-3/4 5 44,5 5,5
4270GVW1538 441CBX 15-3/8 5 35,3 3,2
4270GVW1512 441CCX 15-1/2 5 39,5 4,3
4270GVW1534 441CDX 15-3/4 5 42 5,5
4270GVW1612 441DCX 16-1/2 5 41 5
4270GVW1634 441DDX 16-3/4 5 44,5 4,5
4270GVW1812 441eCX 18-1/2 5 38,5 3,3
4270GVW1834 441eDX 18-3/4 5 41 4,5
4270GVW2212 441GCX 22-1/2 5 38,5 2,3
4270GVW2234 441GDX 22-3/4 5 41,5 4
4270GVW221 441GeX 22-1’’ 5 45 5

4270GVW2834 441HDX 28-3/4 2 39,8 1
4270GVW281 441HeX 28-1’ 2 45 4

4270GVW28114 441HFX 28-1’’1/4 2 48,9 5,8
4270GVW351 441JeX 35-1’’ 2 42,5 1

4270GVW35114 441JFX 35-1’’1/4 1 47,6 4,5
4270GVW42112 441KGX 42-1’’1/2 1 59,4 4,3
4270GVW42114 441KFX 42-1’’1/4 1 56,3 1

4270GVW542 441LJX 54-2’’ 1 68,6 4,2

SP4281GV
Coupling female to screw - male

NEW COdE Old Code Size Qty L Z S

4281GVW1212 444ACX 12-1/2 5 40,9 27,7 24
4281GVW1512 444CCX 15-1/2 5 44,4 31,2 24
4281GVW1812 444eCX 18-1/2 5 43,8 30,6 24
4281GVW1834 444eDX 18-3/4 5 46 31,5 30
4281GVW2212 444GCX 22-1/2 5 44 30,8 24
4281GVW2234 444GDX 22-3/4 5 46 31,5 30
4281GVW2834 444HDX 28-3/4 5 46 31,5 30
4281GVW281 444HeX 28-1’’ 5 50,3 33,5 40
4281GVW351 444JeX 35-1’’ 1 48,6 31,8 38

4281GVW35114 444JFX 35-1’’1/4 1 53,4 34,3 46
4281GVW42112 444KGX 42-1’’1/2 1 65,2 46,1 52

4281GVW542 444LJX 54-2’’ 1 75 51,6 65

Sudo Press Copper : Water Applications
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SP4471GV
Backplate Elbow female

3 screws fixing

SP4976V
Assembling unit

Staggered double

NEW COdE Old Code Size Qty L Z L1 Z1 L2 d

4471GVW1212 470ACX 12-1/2 5 41 23 34,5 21 22,5 40
4471GVW1412 470BCX 14-1/2 5 43,5 19,5 34,5 21,5 22 35
4471GVW1512 470CCX 15-1/2 5 45,5 23,5 34,5 21 22 40
4471GVW1612 470DCX 16-1/2 5 43,5 19,5 34,5 21,5 22 35
4471GVW1812 470eCX 18-1/2 5 44 22 39 25,5 23,5 40
4471GVW2234 470GDX 22-3/4 5 47 24 49 34,5 27 50

NEW COdE Old Code Size Qty L

4976VW1512 471CCX 15-1/2 1 150

SP4977V
Assembling unit

Straight double

NEW COdE Old Code Size Qty L

4977VW1512 472CCX 15-1/2 1 150

SP4330V
right union female

NEW COdE Old Code Size Qty L Z

4330VW12 450AXX 12 5 63,5 27,5
4330VW15 450CXX 15 5 63,5 19,5
4330VW18 450eXX 18 5 73,5 29,5
4330VW22 450GXX 22 5 80 36
4330VW28 450HXX 28 5 87 41
4330VW35 450JXX 35 1 88,5 38,5
4330VW42 450KXX 42 1 113 41
4330VW54 450LXX 54 1 119,5 37,5

SP4331GV
right union male to screw - female

NEW COdE Old Code Size Qty L Z

4331GVW1238 452ABX 12-3/8 5 56,2 38,2
4331GVW1212 452ACX 12-1/2 5 59,5 41,5
4331GVW1512 452CCX 15-1/2 5 65,5 43,5
4331GVW1534 452CDX 15-3/4 5 67,5 45,5
4331GVW1812 452eCX 18-1/2 5 65,5 43,5
4331GVW1834 452eDX 18-3/4 5 67,5 45,5
4331GVW2212 452GCX 22-1/2 5 70 48
4331GVW2234 452GDX 22-3/4 5 75 53
4331GVW221 452GeX 22-1’’ 5 78 56
4331GVW281 452HeX 28-1’’ 5 79 55

4331GVW35114 452JFX 35-1’’1/4 1 83,5 58,5
4331GVW42112 452KGX 42-1’’1/2 1 95 59

4331GVW542 452LJX 54-2’’ 1 103 62

SP4330GV
right union female to screw - female

NEW COdE Old Code Size Qty L Z

4330GVW1212 451ACX 12-1/2 5 53,5 22
4330GVW1512 451CCX 15-1/2 5 59,5 24
4330GVW1534 451CDX 15-3/4 5 64,5 28
4330GVW1812 451eCX 18-1/2 5 59,5 24
4330GVW1834 451eDX 18-3/4 5 64,5 28
4330GVW2234 451GDX 22-3/4 5 65,5 29
4330GVW221 451GeX 22-1’’ 5 74 35
4330GVW281 451HeX 28-1’’ 5 69 28

4330GVW35114 451JFX 35-1’’1/4 5 78,5 32,1
4330GVW42112 451KGX 42-1’’1/2 1 89 31,6

4330GVW542 451LJX 54-2’’ 1 92,5 28,1

SP5501
O-ring for water applications(black EPdM)

Patented O-ring indicates if the fitting is not pressed

NEW COdE Old Code Size Qty

5501W12 5501012 12 5
5501W14 5501014 14 5
5501W15 5501015 15 5
5501W16 5501016 16 5
5501W18 5501018 18 5
5501W22 5501022 22 5
5501W28 5501028 28 5
5501W35 5501035 35 5
5501W42 5501042 42 5
5501W54 5501054 54 5

Sudo Press Copper : Water Applications
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BENEFITS 
  Yellow Visual indicator «Sudo Press  VisuControl»
  Press  system : fast, economical, versatile and safe

CerTIFICATIONS

All the technical drawings are in mm

Press  (V Profile) Visu-Control® O-ring Protected 

Sudo Press Copper : Gas Applications
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Technical features 
 A specific certification marking on the fittings

 Suitable for gas in accordance with DVGW & ATG certifications

 HNBr O-ring conform to NF-eN 549 and eN 682 standards

 Pipe thickness conform to ATG B524-1 and GW392 standards

 HTB = fire resistance GT1/PN5

Pipe thickness according certification Compatible pipes are eN 1057 and 
GW392 norms compliants 

Type
Diameter (mm)

12 14 15 16 18 22 28 35 42 54

Annealed: r220 1 1 1 1 1 1 NA NA NA NA

½ hard: r250 1 1 1 1 1 1 1 NA NA NA

Hard: r290 1 1 1 1 1 1 1 1 1 1,5
*Only for DVGW

Comap does not supply copper tubes. For a safe connection it is necessary to have the right tube thickness. SudoPress fittings must be used with 

tubes compliant with eN 1057 - august 2006. The table below gives the minimu tubes thicknesses you cannot use SudoPress fittings with.

These values are in accordance with the tests we did in order to certify our fittings to european standards CSTBAT, DVGW, ATG cert and Kiwa. However, 

according the application (sanitary heating, gas, solar...) and the country, it is necessary to refer to local reglementation.
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SPG5041V
45° Elbow female-female

SPG5040V
45° Elbow male-female

NEW COdE Old Code Size Qty L Z L1

5040VG12 D136041001 12 5 25,5 7,5 27,5
5040VG14 510BXXG 14 5 29,5 7,5 31,5
5040VG15 510CXXG 15 10 30 8 32
5040VG16 510DXXG 16 5 30,5 8,5 32,5
5040VG18 510eXXG 18 10 31 9 33
5040VG22 510GXXG 22 10 34 11 36
5040VG28 510HXXG 28 5 38 14 40
5040VG35 510JXXG 35 5 37,5 12,5 39
5040VG42 510KXXG 42 5 54,5 18,5 57
5040VG54 510LXXG 54 1 64 23 68

NEW COdE Old Code Size Qty L Z

5041VG12 D136042001 12 5 25,5 7,5
5041VG14 511BXXG 14 5 29,5 7,5
5041VG15 511CXXG 15 10 30 8
5041VG16 511DXXG 16 5 30,5 8,5
5041VG18 511eXXG 18 10 31 9
5041VG22 511GXXG 22 10 34 11
5041VG28 511HXXG 28 5 38 14
5041VG35 511JXXG 35 5 37,5 12,5
5041VG42 511KXXG 42 5 54,5 18,5
5041VG54 511LXXG 54 1 64 23

SPG5001V
90° Elbow male-female

SPG5002V
90° Elbow female-female

NEW COdE Old Code Size Qty L Z L1

5001VG12 D136039001 12 5 33 15 35
5001VG14 520BXXG 14 5 39,5 17,5 41,5
5001VG15 520CXXG 15 10 38 16 40
5001VG16 520DXXG 16 5 40,5 18,5 42,5
5001VG18 520eXXG 18 10 44 22 46
5001VG22 520GXXG 22 10 50 27 52
5001VG28 520HXXG 28 5 58 34 60
5001VG35 520JXXG 35 5 68 43 70
5001VG42 520KXXG 42 1 87 51 89
5001VG54 520LXXG 54 1 105 64 107

NEW COdE Old Code Size Qty L Z

5002VG12 D136040001 12 5 33 15
5002VG14 521BXXG 14 5 39,5 17,5
5002VG15 521CXXG 15 10 38 16
5002VG16 521DXXG 16 5 40,5 18,5
5002VG18 521eXXG 18 10 44 22
5002VG22 521GXXG 22 10 50 27
5002VG28 521HXXG 28 5 58 34
5002VG35 521JXXG 35 5 68 43
5002VG42 521KXXG 42 1 87 51
5002VG54 521LXXG 54 1 105 64

Sudo Press Copper : Gas Applications
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SPG5270V
Coupling female

SPG5275V
Slip Coupling female

NEW COdE Old Code Size Qty L Z

5270VG12 D136056001 12 5 40 4
5270VG14 542BXXG 14 5 48 4
5270VG15 542CXXG 15 10 49 5
5270VG16 542DXXG 16 5 49 5
5270VG18 542eXXG 18 10 50 6
5270VG22 542GXXG 22 10 52 6
5270VG28 542HXXG 28 10 54 6
5270VG35 542JXXG 35 5 56 6
5270VG42 542KXXG 42 5 84 12
5270VG54 542LXXG 54 1 92 10

NEW COdE Old Code Size Qty L

5275VG12 D136057001 12 5 71
5275VG14 543BXXG 14 5 80
5275VG15 543CXXG 15 5 76
5275VG16 543DXXG 16 5 82
5275VG18 543eXXG 18 5 80
5275VG22 543GXXG 22 5 82
5275VG28 543HXXG 28 5 93
5275VG35 543JXXG 35 5 103
5275VG42 543KXXG 42 1 120
5275VG54 543LXXG 54 1 135

SPG5243V
reducer male-female

NEW COdE Old Code Size Qty L Z

5243VG1412 D136052001 14-12 5 42,75 24,75
5243VG1512 D136053001 15-12 5 48,25 30,75
5243VG1612 D136054001 16-12 5 49,25 31,25
5243VG1614 541DBXG 16-14 5 46,5 24,5
5243VG1812 D136055001 18-12 5 49 31
5243VG1814 541eBXG 18-14 5 51,75 29,75
5243VG1815 541eCXG 18-15 10 53,5 31,5
5243VG1816 541eDXG 18-16 5 49,2 27,2
5243VG2214 541GBXG 22-14 5 56 34
5243VG2215 541GCXG 22-15 10 56 34
5243VG2216 541GDXG 22-16 5 56 34
5243VG2218 541GeXG 22-18 10 55 33
5243VG2815 541HCXG 28-15 10 61 39
5243VG2816 541HDXG 28-16 5 60 38
5243VG2818 541HeXG 28-18 10 59 37
5243VG2822 541HGXG 28-22 10 57 34
5243VG3522 541JGXG 35-22 5 64 41
5243VG3528 541JHXG 35-28 5 60 36
5243VG4222 541KGXG 42-22 5 79 56
5243VG4228 541KHXG 42-28 1 80 56
5243VG4235 541KJXG 42-35 1 71 46
5243VG5435 541LJXG 54-35 1 86,25 61,25
5243VG5442 541LKXG 54-42 1 91 55

SPG5301V
Stop End female

NEW COdE Old Code Size Qty L
5301VG12 D136058001 12 5 23
5301VG14 583BXXG 14 5 27
5301VG15 583CXXG 15 10 27
5301VG16 583DXXG 16 5 27
5301VG18 583eXXG 18 10 27
5301VG22 583GXXG 22 10 28
5301VG28 583HXXG 28 10 29
5301VG35 583JXXG 35 5 32
5301VG42 583KXXG 42 1 42
5301VG54 583LXXG 54 1 46

Sudo Press Copper : Gas Applications
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S1

S2

S3

SPG5130rV
reduced Tee female

SPG5130V
Equal Tee female

NEW COdE Old Code Size Qty L Z L1 Z1

5130VG12 D136043001 12 5 35,5 17,5 35,5 17,5
5130VG14 530BXXG 14 5 40 18 40 18
5130VG15 530CXXG 15 10 38 16 38 16
5130VG16 530DXXG 16 5 41 19 41 19
5130VG18 530eXXG 18 10 40 18 40 18
5130VG22 530GXXG 22 5 43 20 43 20
5130VG28 530HXXG 28 5 46,5 22,5 46,5 22,5
5130VG35 530JXXG 35 1 51,5 26,5 51,5 26,5
5130VG42 530KXXG 42 1 66 30 65,5 29,5
5130VG54 530LXXG 54 1 76 35 76 35

NEW COdE Old Code Size Qty L Z L1 Z1 L2 Z2

5130rVG141212 D136044001 14-12-12 5 38,5 16,5 37,5 19,5 37,5 19,5
5130rVG141214 D136045001 14-12-14 5 38,5 16,5 37,5 19,5 38,5 16,5
5130rVG141614 531BDBG 14-16-14 5 41 19 41 19 41 19
5130rVG151212 D136046001 15-12-12 5 38 16 37 19 37 19
5130rVG151215 D136047001 15-12-15 5 38 16 37 19 38 16
5130rVG151512 D136048001 15-15-12 5 38 16 38 16 37 19
5130rVG161216 D136049001 16-12-16 5 38,5 16,5 39 21 38,5 16,5
5130rVG161414 531DBBG 16-14-14 5 41 19 41 19 41 19
5130rVG161416 531DBDG 16-14-16 5 41 19 41 19 41 19
5130rVG161614 531DDBG 16-16-14 5 41 19 41 19 41 19
5130rVG181218 D136050001 18-12-18 5 38,5 16,5 39 21 38,5 16,5
5130rVG181418 531eBeG 18-14-18 5 40 18 40 18 40 18
5130rVG181518 531eCeG 18-15-18 10 40 18 40 18 40 18
5130rVG181618 531eDeG 18-16-18 5 40 18 40 18 40 18
5130rVG221222 D136051001 22-12-22 5 38,5 15,5 42 24 38,5 15,5
5130rVG221422 531GBGG 22-14-22 5 40,5 17,5 45 23 40,5 17,5
5130rVG221515 531GCCG 22-15-15 5 40,5 17,5 45 23 44 22
5130rVG221522 531GCGG 22-15-22 5 40,5 17,5 45 23 40,5 17,5
5130rVG221622 531GDGG 22-16-22 5 34,5 11,5 37 15 34,5 11,5
5130rVG221822 531GeGG 22-18-22 5 42 19 45 22 42 19
5130rVG222215 531GGCG 22-22-15 5 43 20 43 20 43 21
5130rVG281528 531HCHG 28-15-28 5 45 21 49 27 45 21
5130rVG282228 531HGHG 28-22-28 5 45 21 49 26 45 21
5130rVG352235 531JGJG 35-22-35 1 48,5 23,5 53 30 48,5 23,5
5130rVG352835 531JHJG 35-28-35 1 48,5 23,5 51 27 48,5 23,5
5130rVG422842 531KHKG 42-28-42 1 58,5 22,5 59,5 35,5 58,5 22,5
5130rVG423542 531KJKG 42-35-42 1 58,5 22,5 56 31 58,5 22,5
5130rVG544254 531LKLG 54-42-54 1 69,25 28,25 71 35 69,25 28,25

Sudo Press Copper : Gas Applications
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*

*

* *

*SPG-rC-JPG
union connector

Swivel nut flat ring - Service Pressure 500 mbar

SPG-MAM-JPG
Straight coupling

Swivel nut flat ring - Service Pressure 500 mbar

SPG-FB
union connector

Swivel nut flat ring - Service Pressure 500 mbar

NEW COdE Old Code Size Qty Z S1

SPG02001S D136001001 12 1/2 5 17 24
SPG02002S D136002001 14 1/2 5 17,5 24
SPG02003S SPG02003 16 1/2 2 18,1 24
SPG02004S SPG02004 18 1/2 2 18,6 24
SPG02007S D136003001 16 3/4 5 8 32
SPG02008S D136004001 18 3/4 5 15 32
SPG02010S SPG02010 22 1’’ 2 10,2 41
SPG02009S D136005001 22 3/4 5 21,2 32
SPG02115S SPG02115 28 1’’ 2 24 41
SPG02012S SPG02012 28 1’’1/4 2 11,3 50
SPG02013S SPG02013 35 1’’1/2 2 15 55
SPG02014S SPG02014 42 2’’ 2 10 70

NEW COdE Old Code Size Qty L Z S1

SPG02098S SPG02098 22 1’’ 2 40,9 17,9 36
SPG02101S SPG02101 42 2’’ 2 59 23 60
SPG02099S SPG02099 28 1’’1/4 2 43,7 19,7 46
SPG02100S SPG02100 35 1’’1/2 2 48 23 50
SPG02102S SPG02102 54 2’’1/4 2 65 24 70

NeW CODe Old Code Size Qty Z S1

SPG02035S SPG02035 22 6/20 1 19,4 36
SPG02036S SPG02036 28 6/20 1 20,8 36
SPG02037S SPG02037 28 10/32 1 11,7 50
SPG02038S SPG02038 35 10/32 1 22,7 50
SPG02039S SPG02039 54 25/50 1 27,2 70

SPG-2P-JPC
union connector

Swivel nut flat ring - Service Pressure 500 mbar

SPG-MAM-JPC
Straight coupling

Swivel nut flat ring - Service Pressure 500 mbar

NEW COdE Old Code Size Qty

SPG02103S SPG02103 22 6/20 1
SPG02104S SPG02104 28 6/20 1
SPG02105S SPG02105 28 10/32 1
SPG02106S SPG02106 35 10/32 1
SPG02107S SPG02107 54 25/50 1

NEW COdE Old Code Connection in Connection out QTY Z S1

SPG04512S SPG04512 e.M20x1,5 12 2 17,1 24
SPG04520S SPG04520 e.M20x1,5 14 2 17,7 24
SPG15811S SPG15811 e.1/2’’ 14 2 18 24
SPG37400S SPG37400 e.1/2’’ 16 2 18,6 24
SPG08312S SPG08312 e.3/4’’ 12 2 10,2 32
SPG08314S SPG08314 e.3/4’’ 14 2 9,9 32
SPG08316S SPG08316 e.3/4’’ 16 2 9,4 32
SPG08318S SPG08318 e.3/4’’ 18 2 16,1 32
SPG83022S SPG83022 e.3/4’’ 22 2 22,3 32

Sudo Press Copper : Gas Applications
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S1
S2

S3

SPG5501
O-ring for gas applications(yellow HNBr)

NEW COdE Old Code Size Qty

5501G12 5501012G 12 5
5501G14 D161001001 14 5
5501G15 5501015G 15 5
5501G16 D161002001 16 5
5501G18 5501018G 18 5
5501G22 5501022G 22 5
5501G28 5501028G 28 5
5501G35 5501035G 35 5
5501G42 5501042G 42 5
5501G54 5501054G 54 5

SPG4471GV 
Backplate Elbow female

3 screws fixing

NEW COdE Old Code Size Qty L Z L1 Z1 L2 ØD

4471GVG1512 470CCXG 15-1/2 5 45,5 23,5 34,5 21 22 40
4471GVG1812 470eCXG 18-1/2 5 44 22 39 25,5 23,5 40
4471GVG2234 470GDXG 22-3/4 5 47 24 49 34,5 27 50

SPG4001GV
90° Elbow male to screw - female

NEW COdE Old Code Size Qty L Z L1

4001GVG1512 420CCXG 15-1/2 5 45 23 48
4001GVG1812 420eCXG 18-1/2 5 47 25 43,2
4001GVG1834 420eDXG 18-3/4 5 47 25 47
4001GVG2234 420GDXG 22-3/4 5 53 27 55
4001GVG281 420HeXG 28-1’’ 5 58 34 65

SPG4243GV
Coupling male to screw - female

SPG4270GV
Coupling female to screw - female

NEW COdE Old Code Size Qty L Z S

4243GVG1412 440BCXG 14-1/2 5 45 21 21,5
4243GVG1434 440BDXG 14-3/4 5 49 25 27,5
4243GVG1438 440BBXG 14-3/8 5 40 16 18,5
4243GVG1512 440CCXG 15-1/2 5 45 23 24,2
4243GVG1534 440CDXG 15-3/4 5 47 25 27
4243GVG1612 440DCXG 16-1/2 5 45 21 21,5
4243GVG1634 440DDXG 16-3/4 5 49 25 27,5
4243GVG1812 440eCXG 18-1/2 5 44 22 22
4243GVG1834 440eDXG 18-3/4 5 47 25 28
4243GVG2212 440GCXG 22-1/2 5 45,5 22,5 32
4243GVG2234 440GDXG 22-3/4 5 48 25 32
4243GVG221 440GeXG 22-1’’ 5 50,5 27,5 34

4243GVG2834 440HDXG 28-3/4 5 48,5 24,5 38
4243GVG281 440HeXG 28-1’’ 5 51 27 38

4243GVG28114 440HFXG 28-1’’1/4 5 53,5 29,5 46
4243GVG351 440JeXG 35-1’’ 1 53 28 46

4243GVG35112 440JGXG 35-1’’1/2 1 53,8 28,8 49
4243GVG35114 440JFXG 35-1’’1/4 1 56 31 46
4243GVG42112 440KGXG 42-1’’1/2 1 62,7 26,7 49
4243GVG42114 440KFXG 42-1’’1/4 1 62,1 26,1 48
4243GVG54112 440LGXG 54-1’’1/2 1 68 27 59

4243GVG542 440LJXG 54-2’’ 1 72,3 31,3 61

NEW COdE Old Code Size Qty L Z S

4270GVG1412 441BCXG 14-1/2 5 41 4 25,5
4270GVG1434 441BDXG 14-3/4 5 44,5 5,5 30,5
4270GVG1438 441BBXG 14-3/8 5 36 2 21,5
4270GVG1512 441CCXG 15-1/2 5 39,5 4,3 27
4270GVG1534 441CDXG 15-3/4 5 42 5,5 30,5
4270GVG1612 441DCXG 16-1/2 5 41 5 25,5
4270GVG1634 441DDXG 16-3/4 5 44,5 4,5 30,5
4270GVG1812 441eCXG 18-1/2 5 38,5 3,3 27
4270GVG1834 441eDXG 18-3/4 5 41 4,5 30
4270GVG2212 441GCXG 22-1/2 5 38,5 2,3 27
4270GVG2234 441GDXG 22-3/4 5 41,5 4 32
4270GVG221 441GeXG 22-1’’ 5 45 5 40
4270GVG281 441HeXG 28-1’’ 5 45 4 40

4270GVG35114 441JFXG 35-1’’1/4 5 47,6 4,5 46
4270GVG42112 441KGXG 42-1’’1/2 1 59,4 4,3 52

4270GVG542 441LJXG 54-2’’ 1 68,6 4,2 65

SPG4090GV
90° Elbow female to screw - female

NEW COdE Old Code Size Qty L Z L1 Z1

4090GVG1512 421CCXG 15-1/2 5 45,5 23,5 22,5 9
4090GVG1812 421eCXG 18-1/2 5 44 22 23,5 10
4090GVG1834 421eDXG 18-3/4 5 47 25 26 11,5
4090GVG2212 421GCXG 22-1/2 5 44 21 26 12,5
4090GVG2234 421GDXG 22-3/4 5 51,5 28,5 26,5 12
4090GVG221 421GeXG 22-1’’ 5 51 28 30 13
4090GVG281 421HeXG 28-1’’ 5 51 27 34 17

SPG4130GV
Tee female to screw - female

NEW COdE Old Code Size Qty L Z L1 Z1

4130GVG151215 430CCCG 15-1/2-15 5 44 22 22 8,5
4130GVG181218 430eCeG 18-1/2-18 5 44 22 24 10,5
4130GVG221222 430GCGG 22-1/2-22 5 44 21 26 12,5
4130GVG281228 430HCHG 28-1/2-28 5 44 20 29 15,5
4130GVG283428 430HDHG 28-3/4-28 5 47 23 31,5 17
4130GVG351235 430JCJG 35-1/2-35 1 44 19 32,5 19
4130GVG421242 430KCKG 42-1/2-42 1 54 18 36 22,5
4130GVG541254 430LCLG 54-1/2-54 1 57 16 42 28,5

Sudo Press Copper : Gas ApplicationsSudo Press Copper : Gas Applications
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BENEFITS 
  White Visual indicator «Sudo Press  VisuControl»
  The patented O-ring indicates if the fitting is not pressed

  Press  system : fast, economical, versatile and safe

Technical features
FKM Viton high quality O-ring

Applications 
Solar heating : 
 Straight sensors 
 6 bar / 200°C continuously / Glycol: 50%

Urban heating :
 10 bar / 130°C continuously / Glycol: 50%

Vapor :
 Low Press ure vapor: 0,5 bar / temperature: 

100°C
 Hydraulic oils (in particular in Press urized air)
 room temperature

For other fluids, please contact us

Sudo Press Copper : Solar Applications

Press  (V Profile) Visu-Control® O-ring Protected Patented O-ring
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ALl technical drawings are in mm.

Pipe thickness according certification Compatible pipes are eN 1057 and 
GW392 norms compliants 

Type
Diameter (mm)

12 14 15 16 18 22 28 35 42 54

Annealed: r220 1 1 1 1 1 1 NA NA NA NA

½ hard: r250 1 1 1 1 1 1 1 NA NA NA

Hard: r290 1 1 1 1 1 1 1 1 1 1,5
*Only for DVGW

Comap does not supply copper tubes. For a safe connection it is necessary to have the right tube thickness. SudoPress fittings must be used with 

tubes compliant with eN 1057 - august 2006. The table below gives the minimu tubes thicknesses you cannot use SudoPress fittings with.

These values are in accordance with the tests we did in order to certify our fittings to european standards CSTBAT, DVGW, ATG cert and Kiwa. However, 

according the application (sanitary heating, gas, solar...) and the country, it is necessary to refer to local reglementation.
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SPS5130V
Equal Tee female

NEW COdE Old Code Size Qty L Z L1 Z1

5130VS14 530BXXS 14 10 40 18 40 18
5130VS15 530CXXS 15 10 38 16 38 16
5130VS16 530DXXS 16 5 41 19 41 19
5130VS18 530eXXS 18 10 40 18 40 18
5130VS22 530GXXS 22 10 43 20 43 20

SPS5001V
90° Elbow male-female

SPS5002V
90° Elbow female-female

SPS5040V
45° Elbow male-female

SPS5041V
45° Elbow female-female

NEW COdE Old Code Size Qty L Z L1

5001VS14 520BXXS 14 10 39,5 17,5 41,5
5001VS15 520CXXS 15 10 38 16 40
5001VS16 520DXXS 16 5 40,5 18,5 42,5
5001VS18 520eXXS 18 10 44 22 46
5001VS22 520GXXS 22 10 50 27 52

NEW COdE Old Code Size Qty L Z

5002VS14 521BXXS 14 5 39,5 17,5
5002VS15 521CXXS 15 10 38 16
5002VS16 521DXXS 16 5 40,5 18,5
5002VS18 521eXXS 18 10 44 22
5002VS22 521GXXS 22 10 50 27

NEW COdE Old Code Size Qty L Z L1

5040VS18 510eXXS 18 10 31 9 33

NEW COdE Old Code Size Qty L Z

5041VS18 511eXXS 18 10 31 9

Sudo Press Copper : Solar Applications



23
Sudo Press Copper : Solar Applications

SPS4243GV
Coupling male to screw - female

SPS4270GV
Coupling female to screw - female

SP5501S
O-ring for solar applications(green FKM)

Patented O-ring indicates if the fitting is not pressed

NEW COdE Old Code Size Qty L Z S1

4243GVS1412 440BCXS 14-1/2 5 45 21 21,5
4243GVS1512 440CCXS 15-1/2 5 45 23 24,2
4243GVS1534 440CDXS 15-3/4 5 47 25 27
4243GVS1612 440DCXS 16-1/2 1 45 21 21,5
4243GVS1634 440DDXS 16-3/4 5 49 25 27,5
4243GVS1834 440eDXS 18-3/4 5 47 25 28
4243GVS2234 440GDXS 22-3/4 5 48 25 32

NEW COdE Old Code Size Qty L Z S1

4270GVS1834 441eDXS 18-3/4 5 41 4,5 30

NEW COdE Old Code Size Qty

5501S12 5501012S 12 5
5501S14 5501014S 14 5
5501S15 5501015S 15 5
5501S16 5501016S 16 5
5501S18 5501018S 18 5
5501S22 5501022S 22 5
5501S28 5501028S 28 5
5501S35 5501035S 35 5
5501S42 5501042S 42 5

SPS5270V
Coupling female-female

NEW COdE Old Code Size Qty L Z

5270VS14 542BXXS 14 5 48 4
5270VS15 542CXXS 15 10 49 5
5270VS16 542DXXS 16 5 49 5
5270VS18 542eXXS 18 10 50 6
5270VS22 542GXXS 22 10 52 6

S
u

d
O

 P
r

E
S

S
 C

O
P

P
E

r
 :

 S
O

L
A

r
 A

P
P

L
IC

A
TI

O
N

S



COMAP S.A.  16, Avenue Paul Santy - B.P. 8211 - F - 69355 LYON Cedex 08 - Tél. (33) 04 78 78 16 00 - Fax (33) 04 78 78 16 95 - E-mail : international@comap.fr

www.comap-group.com
www.comap.fr

www.comap.be
www.comap.nl

www.comap.gr
www.comap.hu

www.comappraha.cz
www.comap.ru

www.comap.se
www.comap.dk

www.comap.fi
www.comap.no

www.comap.pl
www.comap.lv

www.comap.lt
www.comap.ee

www.domix.com
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COMAP Press System, it is also :

SKINPress Light

i i

SKINPress 

i

PeX Press

MULTICRIMPING
Stainless & Carbon Steel

Copper

Skin Press  MultilayerPeX

CArBON STeeLSTAINLeSS STeeL


